1. TP-LINK Interface settings:
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Version Information

Firmware Version:  4.18.97 build 130415 Rel.58914n
less setting Hardware Version: WR706N 1.0 00000000
+ DHCP server

+ System Tool
LAN port status

MAC Address: 30-B4-9E-23-10-C2
IP Address: 192.168.1.253
UL Subnet Mask: 255.255.255.0
Please
Wireless status
Wireless mode: AP Mode
Wireless Radio: Enabled
Name(SSID): TP-LINK_2310C2
Channel: automatic{Current channel 6)
Mode: 11bgn mixed
Channel Width : automatic
MAC Address: 30-B4-9E-23-10-C2
WDS Status: Disable
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« Operating status
« Setup Wizard
= Network parameters
«LAN port settings Set the network parameters of the LAN port

+ wire less setting MAC Address: 30-B4-9E-23-10-C2
+ DHCP server

+ System Tool 1P Address: 192, 168.1.253

Subnet Mask: 235.255.255.0
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« Operating status
« Setup Wizard

« Operating mode Wireless network basic settings

+MNetwork parameters

AP Mode
= wireless setting
« basic settings
. wireless Security Name(S5ID): [TP-LIwE_2310c2
» Wireless MAC Filtering Channel: Ato w
o LTSI aesd Mode: 1bgn nixed v

» Host Status i

' ; Channel Width :  apo
+ DHCP server &l
+ System Tool Y|Enable wireless Router Radio

¥Enable 551D Broadcast

Mare TP-LINK products “IEnable WDS Bridging

2.Steps of the DHCP server setting
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« Operating status

« Setup Wizard
_ DHCP Server
« Operating mode

The router's DHCP server can automatically configure the LAN TCP / IF
+Network parameters.

agreement

+ wirelesssetting B -

DHCP Server: @ Disable () Enable
=DHCP server

Start IP Address: 192,188, 1. 100

= DHCP service
End IP Address: 192 169.1. 199

- Client List

Address lease Time: 120 | Minutes (1~2880,The default value is 120)
- Address Reservation

Step 1

Gateway: 0.00.0 R
+ System Tool i (optional)
Default Gateway: {optional)
More TP-LINK products Primary DN5: 0.0.0.0 {optional)
Please click to views> Secondary DNS: 0.0.0.0 (optional)
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« Dperating status

DHCP  Server

The router's DHCP server can automatically configure the LAN TCP / IF

» Operating mode

etwork parameters
4N ork parameter: sgreement

+ wireless setting DHCP Server: Diisable® Enzble

Step 2
~DHCP server Start IP Address: 192. 188, 1. 100

= DHCP End IP Address: 192.183.1. 1%

Minutes {1~2880 The default value is 120)
Address Reservation Gateway: 0.0.0.0 {ogtional)

+ System Tool Default Gateway: : (optional)

Primary DNS: 0,0.0.0

= Client List Address leaseTime:

(optional)
More TP-LINK products Secondary DNS: 0.0.0.0 {ogtional)

You have changed the DHCP server settingsto reboot o take effect

Step 3 Save

« Operating status

« Setup Wizard Restart the router

» Operating mode Click this button to start the router

etwork parameters
+Metwork param eter Restart the router

+ wireless setting

=~DHCP server

= DHCP service

- Client List Step 5

- Address Reservation

+ System Tool

More TP-LINK products
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« Operating status

Restart the router

« Operating mode
Click this button to start the router

Restart the router

Web news i

+Network parameters

- Client List
- Address Reservation 0 Make sure to restart

+ System Tool = the router?

More TP-LINK products Enter || canc
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Please click to view>> L —
Step 6




